
4035/4036

4040-4044

4050-4052

4055-4058

4030

13006

4060

Adaptors

k BITS screwdrivers

with outside hexagon,
for IMPACT screwdriver No 4030.

'

outside outside L R
Code No E " D " mm g S
'

32210001 4035 3/8 3/8 38 34 1
33210001 4036 3/8 1/2 38 43 1
'

r BITS screwdrivers
for slotted screws,
for IMPACT driver No 4030.

'

a x b outside L R
Code No mm E " mm g S
'

08400010 4040 1.0 x 7 3/8 40 17 10
08400014 4041 1.4 x 9 3/8 40 19 10
08400016 4042 1.6 x 10 3/8 40 21 10
08400020 4043 2.0 x 12 3/8 40 20 10
1

08400015 4044 1.5 x 13 3/8 40 24 10
'

for Phillips screws,
for IMPACT driver No 4030.

'

Phillips- outside L R
Code No Recess® E " mm g S
'

08410002 4050 2 3/8 35 17 10
08410003 4051 3 3/8 35 17 10
08410004 4052 4 3/8 35 17 10
'

Phillips-Recess® DIN 5260
'

i BITS screwdrivers
for socket head screws,
for IMPACT driver No 4030.

'

B outside L R
Code No mm E " mm g S
'

08420005 4055 5 3/8 35 16 10
08420006 4056 6 3/8 35 16 10
08420008 4057 8 3/8 35 19 10
08420010 4058 10 3/8 35 23 10
'

1

IMPACT driver
with inside hexagon for
BITS screwdriver inserts
No 4040–4058, suitable for
screws
M 5–M 10, torque 120 N·m.

'

inside L R
Code b " mm g S
'

32200005 3/8 138 617 1
'

Special socket
for use on plugs in electronic rack
Airbus A320–A340.

'

outside O L R
Code E " mm mm g S
'

08230001 E 6.3 1/4 11 50 32 10
'

outsideE DIN 3126/ISO 1173
'

IMPACT driver set
for screw sizes M5–M10,
in strong metal case.
Content:
1 each IMPACT driver No 4030
Adaptors No 4035; No 4036

r BITS screwdrivers for
slotted screws No 4040–4044

k BITS screwdrivers for
Phillips-screws No 4050–4052

i BITS screwdrivers for
Hex. Socket Head screws No 4055–4058

'

R
Code g S
'

96323001 1410 1
'

BITS und accessories
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